EMC

Telescopic Loading Bellows

LOADING BELLOWS
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Loading Bellow for Tanker Truck

© Upper Head with Motorization

2 All moving parts protected from
corrosion and shocks.

Two single-seat winding pulleys
ensure stability and precision in both
extension and retraction.

Upper/Lower Position limit switches.
Slack-cable device limit switch.
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“A0” SINGLE BELLOW “B0” DOUBLE BELLOWS

© Chute Models
-

“AB” SINGLE BELLOW WITH “BA” DOUBLE BELLOWS WITH
INNER BIG CONES INTERNAL STEEL CONES

(@) Bottom Outlet Cone with Sint Coating
‘ e At the lower end of a loading bellow
’——*____0 for closed tanker, a polymer-coated

. SINT cone with special sealing
\ qualities is provided for dustproof
connection to the tanker’s hatches.

This cone outlet can be equipped
also with an anti-waste device
which acts as a dust proof stopper
as the loading bellow is being
raised.
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Loading Bellow for Tanker Truck

® Upper Head with Handle Winch
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Remote Handle Winch Attached Handle Wingh
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HYPALON-NEOPRENE BELLOWS FOOD-GRADE POLYESTER KEVLAR BELLOWS

e Flexible ~ Neoprene  bellows e Suitable to be in contact e Suitable for high and low
coated with Hypalon® offers high  with food products temperatures
resistance to atmospheric agents, o Antistatic
abrasion and high temperature,
thus making the loader highly
durable.

@ Bottom Outlet Dust containing Skirt

Atthe lower end of the loading bellow,
a special Dust Containing Skirt
sealing is provided for settling on the
skip or pile to prevent spreading the
dust in the environment.

A double level indicator is provided
to assure a constant detection of
the raising discharging material,
allowing an automatic raise of the
bellow and keep the skirt always
in contact with the piling material
preventing the dust to escape.
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Telescopic Loading Bellows
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